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Round/Square Adjustable

Round Slot Elbow

Round/Square Lensed Downlight

Round/Square Downlight

Optional IC/AT housing (18w only)

Ceiling Cutout Dimension: 4'' dia.
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Optional IC/AT housing (18w only)
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Features & Specs

•   Downlight, Adjustable, Pinhole, Slot, Shower, Lensed,
Wall Wash & Elbow
– 3.5" Round & Square Aperture
–  Trim & Trimless, New Construction & Remodel

•  16w, 18w, 20w, 23w

•  Up to 1558 Lm delivered

•  Up to 12,508 CBCP

•  Crisp white LED available

•  CRI: 83 typ. (2700K, 3000K, 3500K, 4000K)  
             97 typ. (2200K, 2700K, 3000K)

•  Beam spreads: 15º – 60º, Linear spread 60º x 10º

•  Die-cast optical housing & trim

•  Electronic constant current LED driver, 120v or 277v

•   Dimming options:
– ELV & TRIAC (standard)
– 0-10v 
– Lutron Hi-Lume®

•  Available for Gypsum & GRID ceilings

•  Available in CCEA, AT & IC

Related Products

•  Hornet HP Pendant

Tiny. Focused. Controlled. Hornet HP 3.5" downlights are true to 

their family heritage, delivering ultra-crisp whites, expansive color 

temperatures, top effi  ciencies, and outstanding dimming options.

For current performance & ordering information 

visit us at amerlux.com.

Trimmed Trimless

Hornet® HP
3.5" Downlights

Round/Square Wall Wash

Optional IC/AT housing (18w only)
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Ceiling Cutout Dimension: 4" dia.
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Round/Square Pinhole

Optional IC/AT housing (18w only)
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Ceiling Cutout Dimension: 4'' dia.

Optional IC/AT housing (18w only)
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Optional IC/AT housing (18w only)

HDL-HP-RD HDL-HP-SD HDL-HP-RPAS

HDL-HP-RPA HDL-HP-SPA HDL-HP-RLW HDL-HP-SLW

HDL-HP-RA HDL-HP-SA HDL-HP-RLD HDL-HP-SLD

HDL-HP-EB

Ceiling Cutout Dimension: 4" dia.
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