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01_LTE Band 12_10M_QPSK_1RB_0Offset_Bottom Face_0mm_Ch23095

Communication System: Band 12; Frequency: 707.500
Medium: HSL. Medium parameters used: f= 707.500 MHz; σ= 0.890 S/m; εr = 41.8
Ambient Temperature: 23.2°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7764; ConvF(10.95, 10.95, 10.95); Calibrated: 2022-09-30
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2022-12-12
- Phantom: ELI V8.0 (20deg probe tilt); Serial: 2151
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (90.0 mm x 150.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.704 W/kg; SAR (10g) = 0.460 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 5.0 mm 
Power Drift = 0.06 dB
SAR (1g) = 0.858 W/kg; SAR (10g) = 0.434 W/kg;
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02_WCDMA V_RMC 12.2Kbps_Bottom Face_0mm_Ch4182

Communication System: Band 5; Frequency: 836.400
Medium: HSL. Medium parameters used: f= 836.400 MHz; σ= 0.934 S/m; εr = 41.5
Ambient Temperature: 23.1°C; Liquid Temperature: 22.7°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7764; ConvF(10.57, 10.57, 10.57); Calibrated: 2022-09-30
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2022-12-12
- Phantom: ELI V8.0 (20deg probe tilt); Serial: 2151
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (90.0 mm x 150.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.763 W/kg; SAR (10g) = 0.466 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 5.0 mm 
Power Drift = 0.11 dB
SAR (1g) = 0.852 W/kg; SAR (10g) = 0.423 W/kg;
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03_LTE Band 26_15M_QPSK_1RB_0Offset_Bottom Face_0mm_Ch26865

Communication System: Band 26; Frequency: 831.500
Medium: HSL. Medium parameters used: f= 831.500 MHz; σ= 0.932 S/m; εr = 41.5
Ambient Temperature: 23.1°C; Liquid Temperature: 22.7°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7764; ConvF(10.57, 10.57, 10.57); Calibrated: 2022-09-30
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2022-12-12
- Phantom: ELI V8.0 (20deg probe tilt); Serial: 2151
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (90.0 mm x 150.0 mm): Measurement Grid: 15.0 mm x 15.0 mm
SAR (1g) = 0.680 W/kg; SAR (10g) = 0.418 W/kg;

Zoom Scan (32.0 mm x 32.0 mm x 30.0 mm): Measurement Grid: 8.0 mm x 8.0 mm x 5.0 mm 
Power Drift = 0.06 dB
SAR (1g) = 0.864 W/kg; SAR (10g) = 0.418 W/kg;
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04_LTE Band 41_HPUE_20M_QPSK_1RB_0Offset_Edge 2_0mm_Ch40620

Communication System: Band 41; Frequency: 2593.000
Medium: HSL. Medium parameters used: f= 2593.000 MHz; σ= 1.91 S/m; εr = 38.3
Ambient Temperature: 23.3°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7764; ConvF(7.99, 7.99, 7.99); Calibrated: 2022-09-30
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2022-12-12
- Phantom: ELI V8.0 (20deg probe tilt); Serial: 2151
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (48.0 mm x 200.0 mm): Measurement Grid: 12.0 mm x 12.0 mm
SAR (1g) = 0.805 W/kg; SAR (10g) = 0.287 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 5.0 mm 
Power Drift = 0.08 dB
SAR (1g) = 0.864 W/kg; SAR (10g) = 0.298 W/kg;
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05_FR1 n41_30M_QPSK_1RB_1Offset_Edge 2_0mm_Ch518598

Communication System: Band n41; Frequency: 2592.990
Medium: HSL. Medium parameters used: f= 2592.990 MHz; σ= 1.92 S/m; εr = 38.2
Ambient Temperature: 23.3°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7764; ConvF(7.99, 7.99, 7.99); Calibrated: 2022-09-30
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2022-12-12
- Phantom: ELI V8.0 (20deg probe tilt); Serial: 2151
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (48.0 mm x 200.0 mm): Measurement Grid: 12.0 mm x 12.0 mm
SAR (1g) = 0.819 W/kg; SAR (10g) = 0.301 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 5.0 mm 
Power Drift = 0.06 dB
SAR (1g) = 0.844 W/kg; SAR (10g) = 0.299 W/kg;
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06_LTE Band 42_20M_QPSK_1RB_0Offset_Bottom Face_0mm_Ch42590

Communication System: Band 42; Frequency: 3500.000
Medium: HSL. Medium parameters used: f= 3500.000 MHz; σ= 2.81 S/m; εr = 39.0
Ambient Temperature: 23.2°C; Liquid Temperature: 22.8°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7764; ConvF(7.45, 7.45, 7.45); Calibrated: 2022-09-30
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2022-12-12
- Phantom: ELI V8.0 (20deg probe tilt); Serial: 2151
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (80.0 mm x 140.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.607 W/kg; SAR (10g) = 0.214 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = 0.06 dB
SAR (1g) = 0.608 W/kg; SAR (10g) = 0.204 W/kg;



 

 

 

 

Date: 2023-07-04

07_Part27O FR1 n77&78_100M_QPSK_1RB_1Offset_Bottom Face_0mm_Ch656000

Communication System: Band n77; Frequency: 3840.000
Medium: HSL. Medium parameters used: f= 3840.000 MHz; σ= 3.13 S/m; εr = 38.5
Ambient Temperature: 23.5°C; Liquid Temperature: 22.9°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7764; ConvF(6.66, 6.66, 6.66); Calibrated: 2022-09-30
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2022-12-12
- Phantom: ELI V8.0 (20deg probe tilt); Serial: 2151
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (80.0 mm x 120.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.705 W/kg; SAR (10g) = 0.229 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = 0.03 dB
SAR (1g) = 0.838 W/kg; SAR (10g) = 0.234 W/kg;
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08_WLAN2.4GHz_802.11b 1Mbps_Bottom Face_0mm_Ch11

Communication System: WLAN 2.4GHz; Frequency: 2462.000
Medium: HSL. Medium parameters used: f= 2462.000 MHz; σ= 1.81 S/m; εr = 38.5
Ambient Temperature: 23.2°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7764; ConvF(8.25, 8.25, 8.25); Calibrated: 2022-09-30
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2022-12-12
- Phantom: ELI V8.0 (20deg probe tilt); Serial: 2151
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (96.0 mm x 140.0 mm): Measurement Grid: 12.0 mm x 12.0 mm
SAR (1g) = 0.350 W/kg; SAR (10g) = 0.154 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 5.0 mm 
Power Drift = 0.06 dB
SAR (1g) = 0.407 W/kg; SAR (10g) = 0.158 W/kg;
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09_Bluetooth_1Mbps_Bottom Face_0mm_Ch0

Communication System: ISM 2.4 GHz Band; Frequency: 2402.000
Medium: HSL. Medium parameters used: f= 2402.000 MHz; σ= 1.78 S/m; εr = 38.6
Ambient Temperature: 23.2°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7764; ConvF(8.25, 8.25, 8.25); Calibrated: 2022-09-30
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2022-12-12
- Phantom: ELI V8.0 (20deg probe tilt); Serial: 2151
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (96.0 mm x 140.0 mm): Measurement Grid: 12.0 mm x 12.0 mm
SAR (1g) = 0.100 W/kg; SAR (10g) = 0.031 W/kg;

Zoom Scan (30.0 mm x 30.0 mm x 30.0 mm): Measurement Grid: 5.0 mm x 5.0 mm x 5.0 mm 
Power Drift = 0.06 dB
SAR (1g) = 0.082 W/kg; SAR (10g) = 0.029 W/kg;



Date: 2023-07-06 

 

 

10_WLAN5GHz_802.11ac-VHT80 MCS0_Bottom Face_0mm_Ch58

Communication System: WLAN 5GHz; Frequency: 5290.000
Medium: HSL. Medium parameters used: f= 5290.000 MHz; σ= 4.66 S/m; εr = 35.9
Ambient Temperature: 23.1°C; Liquid Temperature: 22.7°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7764; ConvF(5.65, 5.65, 5.65); Calibrated: 2022-09-30
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2022-12-12
- Phantom: ELI V8.0 (20deg probe tilt); Serial: 2151
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (80.0 mm x 120.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.391 W/kg; SAR (10g) = 0.108 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = 0.03 dB
SAR (1g) = 0.433 W/kg; SAR (10g) = 0.109 W/kg;



Date: 2023-07-06 

 

 

11_WLAN5GHz_802.11ac-VHT80 MCS0_Bottom Face_0mm_Ch106

Communication System: WLAN 5GHz; Frequency: 5530.000
Medium: HSL. Medium parameters used: f= 5530.000 MHz; σ= 4.90 S/m; εr = 35.5
Ambient Temperature: 23.1°C; Liquid Temperature: 22.6°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7764; ConvF(4.9, 4.9, 4.9); Calibrated: 2022-09-30
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2022-12-12
- Phantom: ELI V8.0 (20deg probe tilt); Serial: 2151
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (80.0 mm x 120.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.276 W/kg; SAR (10g) = 0.082 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = 0.09 dB
SAR (1g) = 0.365 W/kg; SAR (10g) = 0.083 W/kg;
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12_WLAN5GHz_802.11ac-VHT80 MCS0_Bottom Face_0mm_Ch155

Communication System: WLAN 5GHz; Frequency: 5775.000
Medium: HSL. Medium parameters used: f= 5775.000 MHz; σ= 5.18 S/m; εr = 35.2
Ambient Temperature: 23.2°C; Liquid Temperature: 22.7°C

DASY6 Configuration:
- Probe: EX3DV4 - SN7764; ConvF(5.1, 5.1, 5.1); Calibrated: 2022-09-30
- Sensor-Surface: 1.4 mm
- Electronics: DAE4 Sn1691; Calibrated: 2022-12-12
- Phantom: ELI V8.0 (20deg probe tilt); Serial: 2151
- Measurement Software: cDASY6 V6.6.0.13926

Area Scan (80.0 mm x 120.0 mm): Measurement Grid: 10.0 mm x 10.0 mm
SAR (1g) = 0.419 W/kg; SAR (10g) = 0.117 W/kg;

Zoom Scan (24.0 mm x 24.0 mm x 22.0 mm): Measurement Grid: 4.0 mm x 4.0 mm x 1.4 mm 
Power Drift = 0.09 dB
SAR (1g) = 0.518 W/kg; SAR (10g) = 0.121 W/kg;


	B12
	W 5
	B26
	B41
	FR1 n41_Ant 2_30M_QPSK_1RB_1Offset_Edge 2_0mm_Ch518598_PS95
	B42
	Part27O FR1 n77&78_Ant 7_100M_QPSK_1RB_1Offset_Bottom Face_0mm_Ch656000_PS140#6
	WLAN2.4GHz_Ant 10_802.11b 1Mbps_Bottom Face_0mm_Ch11 ps12 #8
	Bluetooth_1Mbps_Bottom Face_0mm_Ch0
	58
	106
	WLAN5GHz_Ant 10_802.11ac-VHT80 MCS0_Bottom Face_0mm_Ch155 ps8 #6.d8sar-1



